Fine Digital Wf:ighing Indicator

F§-2101C

®®® Features

» A Separate Preset, Drib, Fall Set Display
» Discharging 2 Step, Feeding 1 Step Control (1, 2, 3, 4 Method)
P “Auto Zero and Auto Tare”

» Simple Comparison Control {Limit Mode), Sequency Control (Packer Mode)
Discharging 2 Step Confrol / Feeding Control 1 Step (Discharging Mode), Simple
Comparison Control (High/Low Linkage)

> Standard RS-232C / Cumrent Loop Interface Built In for PC, PLC, External Equipment.
» Builk, Preset-Drib, Preset-Fall Preset, 3 Step Control Relay.

» Auto Free Fall Compensation

» 18, 2 39 / Feeding, Finish/Low, High/Low, Empty 6 PCS Relay Built in.

» Analog Out(Option) Zero / Span Adjustable by Function Key.

#¢¢ 3 Step Control Discharger Batching Weighing and Re—Checking

FS-2101C Weighing Indicator is particulerly suited for weight and measures approved applications such as a Automatic Discharghing weighing,
a filing weighing, Drum Filler through Bulk, Preset-Drib, Presetall, 3 step Control Relay.

FS-2051C also is avallable in a robust Aluminium housing for front panel mounting.

Particularly optimum use for interference suppression and long—term stabllity in harshest environment.

Specification Cutting size

1. Analog Input & A/D Conversion Section

Input Sensitivity 0.224/D
Zero Adjust Range —06mV ~ +42.0mV
Loadcell supply Voltage DC 10V 5V) Out-Dimension (Unil : mm) Panel Cutling Size {Unit : men)
Mexx. loadcell Input Voltage 2 mv
Temperature Coefficient +20 ppm/’C B8
Input Noisa £05m PP ;
Input Impedance Mare than 10 M@
A/D C i 400,000 Count
Non-Linearty Range 0.005% of Full Scae
C ion Method Dual ~ Slop (Appr. 50times / Sec) [ ——
6 135.7 . 198 1855
I w0 A | — e
2. Digital Section [
Max. Display 96T 5 B {
A Digit X1, 32, %6, xi0, %20, x50 i
) 7 Segmer, 6 Digit Red
R High Luminence LED Dispay
Characier Size 20mHeight
Numeral Keypad and Function Key(0~9),
CLR, ST PR8Il Applications
Data Back-Up Permanent Record
Time Chip Power Iriciium Bettery CR 2032
EXTERNAL DISPLAY F5-200

3. General Section . - o0
Power Voltage 1 Phase, 110 / 220VACIE 10%), 50/60Hz, 10VA Ll R o m‘

Incicstor Weight N%t :.a&m@&op‘agwm 38Kg : ?[Eﬁ-\'ﬁ — Current LooplOP.02)  ~oMPUTER

| empx I s | _ ee———— [ |

Moisture Less than 85% R TS oy ﬁ%ﬁﬂ

Dimension 198m x 98 x 135m Drum or Can Filter Sunéﬁng.-—_ S 2200P [
] H 0X -—]

4. Option Section L gy T Al =
Basic Standard 1 Serial Ieriace : RS-232C B, Parallel VFIOPT) - poinTER
Basic Standard 2 Current Loop Weighing Hopper e g
Option 3 Parale! Interface : BCD OUT Welght (Posiive, Negative: Logic) s & F&-3240
Option 4 Sertl Ilerface : RS-422, RS-485 g BA Analog Out
Option & Analog Output * 0~10V or 10V~OV | 4~2000F B} }"
Option 6 Analog Output * 4~20mA or 20~4mA Control out | |*19//0P8) ‘\‘V
Option 7 Printer Interface : Centronics Paraliel ) :
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